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Chilled Cargo
Stowage

The key is to allow proper air circulation and
flow-through so that heat, vapour, CO2, and

other gasses produced by the respiration

process from chilled perishable products can

be removed.

Proper packaging such as packaging style and
package material is necessary to support

stacking weight and sustainability at various

humidity levels.

Any packaging accessory like shrink-wrap, slip
sheets, foam trays and plastic bags which can
block or obstruct air passage should not be
used.

Proper air passage on the package, including
proper size/number/places of ventholes on
cartons, is needed to allow refrigerated air to
circulate through all the cargo in the container.

Proper stuffing is required to allow refrigerated
air to circulate through the package material and
throughout the entire load.

If the cargo cannot cover an entire floor,
cardboard can be used to cover empty spaces
to allow for smooth refrigerated airflow.

There must be no stowage above the indicated
red line on the container walls to avoid
impeding return air flow.
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Frozen Cargo
Stowage

e As the frozen cargo should have been
appropriately pre-cooled to the desired
temperature before loading, air circulation
should be aimed at blocking and preventing
heat penetration from outside the container.

® The entire floor should be evenly loaded and
covered.

® Proper corner support of cartons or pallets is
needed due to the weight and loading pressure.

e Stowage must be kept below the red-line to
avoid air circulation blockage. The key is to
allow air circulation around the cargo.

® Ventilation and dehumidification must be set to
“Off”. Drain port must be “Closed”.

e Solid block stowage, leaving no space between
the packages or cartons, is preferred to avoid
hot pot or short-circuiting.




Booking Check List

1. Specify origin and destination.

2. Provide a detailed description of the product
being shipped, including commodity name,
quantity, weight, cubic measurement, and type of
packaging like boxes, drums and pallets.

3. Specify preferred equipment size: 20’ or 40’HC.

ONE Keeps Cargo Fresh

4, Highlight preferred temperature settings in °F or °C.

ONE has the expertise to provide tailor-made solutions for your reefer cargo.

5. Specify fresh-air exchange requirements in CFM ) : )
Please contact your local ONE sales representative for more information.

or CMH.

6. Indicate modified or controlled atmosphere
requirement: Gas composition (02 and CO:z in %),
type of scrubber, if required

7. Indicate shipment availability date at origin
and required delivery date at destination.

8. Specify special handling requirements
(for example, Genset, dehumidification percentage
level and Cold Treatment).

9. Provide any documentation requirement,
including legal requirements.

10. Inform booking office if container pre-cooling
is required.

CK L L LA L«

Ocean Network Express Pte. Ltd.




OCEAN NETWORK EXPRESS

Ocean Network Express Pte. Ltd.
7 Straits View, #16-01 Marina One East Tower, Singapore 018936

Ocean Network Express (East Asia) Ltd.
Levels 22 and 23, Two Harbour Square, 180 Wai Yip Street, Kwun Tong, Kowloon, Hong Kong

Ocean Network Express (Europe) Ltd.
Finsbury House,23 Finsbury Circus, London, EC2M 7UH, UK

Ocean Network Express (North America) Inc.
8730 Stony Point Parkway, Richmond, VA 23235

Ocean Network Express (Latin America) Ltda.
Alameda Santos, n° 960, 7° andar, CEP 01418-002, Cerqueira Cesar, Sdo Paulo-SP

https:/www.one-line.com

[2019.03]





